COILMASTER 35-45

Performance CM 35 CM 45
G20/G25/G31 kW 45-34.9 45-45.0
Heat input (net)
G20Y20W kW 43-330 43-426
G20 / G25 kW 44-341 44-440
Heat output at 80/60 °C
G20Y20W kW 42-323 42-416
G20/ G25 kW 49-37.6 49-484
Heat output at 50/30 °C
G20Y20% kW 46-35.6 46-458
Efficiency CM 35 CM 45
Heating efficiency 80/60 °C G20 % 97.2-97.3 97.2-97.3
Heating efficiency 50/30 °C G20 % 1083-107.8 1085-107.6
Useful efficiency at 30 % o
(return 30 °C) G20 % 1083 1085
Seasonal efficiency G20 % 92 93
Domestic hot water performance @ CM 35 CM 45
Load profile - XXL XXL
Peak flow at 40 °C first ,
10 minutes (storage temp. 80 °C) 10 229 263
Peak flow at 40 °C first hour ,
(storage temp. 80 °C) /60 1112 1362
Continuous flow rate 40 °C
(AT =30 K) I/h 1068 1320
Continuous flow rate 50 °C
(AT = 40 K) I/h 796 989
Continuous flow rate 60 °C
(AT = 50 K) I/h 600 750
DHW efficiency at AT =30 K % 104 104

(1) Up to 20 vol.% hydrogen.

(2) Operating conditions: DHW set point T = 80 °C, Cold water inlet T = 10 °C.

(3) 15 °C,1,013.25 mbar, dry gas.



General CM 35 CM 45
Energy consumption W 45 86
Supply voltage / frequency V/Hz 230/50 230/50
Protection class IP 20 20
Seasonal space heating energy efficiency class A A

Range of space heating energy efficiency classess

A+++->D A+++->D

Domestic hot water efficiency class

A A

Range of domestic hot water energy efficiency classes

A+++>F A+++>F

Gas appliance category

12E(S), I12E, 12Er, I2H, I3P, I2E3P, II2EK3P, II2ELL3P, I2Esi3P, lI2H3P, lI2L3P

Gas type G20, G20Y20%, G25, G25.3,G31
Chimney type(s) B23, B23p, C13,C33,C43, C53, C63,C83,C93
Capacity - space heating | 436 436
Capacity - domestic hot water | 106 106
CO emission (0% O,) G20 mg/kWh 75 75
G20® m®/h 05-37 05-4.8
G25@ m°/h 0.6-4.2 0.6-5.6
Gas flow rate
G31@ m°/h 02-14 02-18
G20Y20We) m°/h 05-37 05-4.8
NOx class 6 6
NOx emission mg/kWh 243 289
Max temperature - space heating °C 95 95
Max temperature - DHW °C 80 80
Max operating pressure - space heating bar 3 3
Max operating pressure - DHW bar 8 8

(1) Up to 20 vol.% hydrogen.
(2) Operating conditions: DHW set point T = 80 °C, Cold water inlet T = 10 °C.
(3) 15 °C,1,013.25 mbar, dry gas.



Dimensions CM 35 CM 45
Width (A) mm 600 600
Height (B) mm 1605 1605
Depth (C) mm 640 640
Empty weight kg 180 180
Connections CM 35 CM 45
Chimney connection (concentric) (D) mm 80/125 80/125
Gas connection (E) inch 3/4 3/4
Pressure relief valve connection - space heating (F) inch i i
Pressure relief valve connection - DHW (G) inch 3/4 3/4
Outlet - DHW circuit (H) inch 3/4 3/4
Inlet - space heating circuit (I) inch 1 1
Inlet - DHW circuit (J) inch 3/4 3/4
Outlet - space heating circuit (K) inch i i
Chimney connection (D)
Air vent
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COILMASTER 60-120

Performance CM 60 CM 70 CM 80 CM 100 CM 120
G20/G25/G31 kW 95-575 95-69.9 95-80.0 125-990 125-1150
Heat input (net)
G20Y20% kW 9.0-544 9.0-66.2 9.0-75.7 118-937 11.8-1089
Heat output at 80/60 °C G20/ G25 kW 92-56.1 9.2-682 92-77.8 121972 121-1129
Heat output at 50/30 °C G20/ G25 kW 10.3-61.6 103-749 103-8569 134-1069 134-1242
Efficiency CM 60 CM 70 CM 80 CM 100 CM 120
Heating efficiency 80/60 °C G20 % 97.1-97.3 97.3-97.3 97.2-97.3 975-97.8 975-97.9
Heating efficiency 50/30 °C G20 % 1082-1072 1080-1072 1084-1074 107.7-1080 107.7-108.0
Useful efficiency at 30 % G20 % 1082 1080 1084 1082 1082
(return 30 °C)
Seasonal efficiency G20 % 92 92 93 93 93
Domestic hot water performance @ CM 60 CM 70 CM 80 CM 100 CM 120
Load profile - XXL XXL XXL XXL XXL
Peak flow at 40 °C first ,
10 minutes (storage temp. 80 °C) 10 344 384 423 546 602
Peak flow at 40 “C first hour /60" 1703 1004 2083 2021 3327
(storage temp. 80 °C)
Continuous flow rate 40 °C
(AT = 30 K) I/h 1632 1932 2232 2850 3270
Continuous flow rate 50 °C
(AT = 40 K) I/h 1224 1449 1674 2138 2453
Continuous flow rate 60 °C
(AT = 50 K) I/h 978 1170 1338 1560 1830
DHW efficiency at AT = 30 K % 104 104 104 104 104

(1) Up to 20 vol.% hydrogen.
(2) Operating conditions: DHW set point T = 80 °C, Cold water inlet T = 10 °C.
(3) 15 °C,1,013.25 mbar, dry gas.



General CM 60 CM70 CM 80 CM 100 CM 120
Energy consumption W 73 120 150 257 300
Supply voltage / frequency V/Hz 230/50 230/50 230/50 230/50 230/50
Protection class IP 20 20 20 20 20
Seasonal space heating energy efficiency class A A A A A
Range of space heating energy efficiency classess A+++->D A+++>D A+++->D A+++->D A+++>D
Domestic hot water efficiency class A A A A A
Range of domestic hot water energy efficiency classes A+++>F A+++>F A+++>F A+++>F A+++>F

Gas appliance category

12E(S), I12E, 12Er, I2H, I3P, I2E3P, II2EK3P, II2ELL3P, I2Esi3P, lI2H3P, lI2L3P

Gas type G20, G20Y20%, G25, G25.3,G31
Chimney type(s) B23, B23p, C13,C33,C43, C53, C63,C83,C93
Capacity - space heating | 63 63 63 83 83
Capacity - domestic hot water | 18 18 18 25 25
CO emission (0% O,) mg/kWh 433 433 433 284 284
G20© m®/h 10-6.0 10-73 10-84 13-1056 13-122
G25©) m®/h 11-70 11-85 11-98 156-122 16-142
Gas flow rate
G31@ m°/h 04-23 04-28 04-33 06-4.1 0.6-4.6
G20Y20We) m°/h 10-60 10-7.3 10-84 13-105 13-122
NOx class 6 6 6 6 6
NOx emission mg/kWh 303 303 303 39.7 397
Max temperature - space heating °C 95 95 95 95 95
Max temperature - DHW °C 80 80 80 80 80
hMea:t iagerating pressure - space bar 3 3 3 3 3
Max operating pressure - DHW bar 8 8 8 8 8

(1) Up to 20 vol.% hydrogen.
(2) Operating conditions: DHW set point T = 80 °C, Cold water inlet T = 10 °C.
(3) 15 °C,1,013.25 mbar, dry gas.



Dimensions CM 60 CM70 CM 80 CM 100 CM 120
Width (A) mm 632 632 632 700 700
Height (B) mm 1398 1398 1398 1640 1640
Depth (C) mm 775 775 775 805 805
Empty weight kg 200 200 200 285 285
Connections CM 60 CM70 CM 80 CM 100 CM 120
Chimney connection (concentric) (D) mm 100/150 100/150 100/150 100/150 100/150
Gas connection (E) inch 3/4 3/4 3/4 3/4 3/4
Pressure relief valve connection - space heating (F) inch 11/4 11/4 11/4 11/4 11/4
Pressure relief valve connection - DHW (G) inch i i i i i
Qutlet - DHW circuit (H) inch i i i i i
Inlet - space heating circuit (I) inch 11/2 11/2 11/2 11/2 1172
Inlet - DHW circuit (J) inch 1 1 1 1 1
Outlet - space heating circuit (K) inch 11/2 11/2 11/2 11/2 11/2
Chimney connection (D)
Air vent
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